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MODEL XX3  |  GORTRAC® STEEL (open-style carriers)

MODEL BAR STYLE* A
inches (mm)

C
inches (mm)

U (USABLE WIDTH)
inches (mm)

WEIGHT
lb/ft (kg/m)

XX3 AF Customer Specified A + 0.40  (A+10.1) A - 0.32  (A-8.1) 2.60  (3.86)
XX3 RB Customer Specified A + 0.40  (A+10.1) A - 0.32  (A-8.1) 2.21  (3.28)
XX3 PR Customer Specified A + 0.40  (A+10.1) A - 0.32  (A-8.1) 2.27  (3.38)

 

SPECIFICATIONS

HEIGHT R
inches (mm)

H
inches (mm)

K
inches (mm)

CL
inches (mm)

110 3.88  (98.4) 11.00  (279.4) 9.16  (233) 20.18  (512.5)

120 4.61  (117.1) 12.25  (311.1) 10.56  (268) 22.48  (571.0)

150 5.85  (148.5) 14.78  (375.3) 12.47  (317) 26.37  (669.8)

200 8.36  (212.3) 19.85  (504.3) 14.03  (356) 34.26  (870.1)

250 10.88  (276.4) 24.93  (633.3) 16.28  (414) 42.19  (1071.6)

275 12.15  (308.6) 27.48  (697.9) 17.75  (451) 46.17  (1172.7)
 

XX3 SERIES – WEIGHT LOAD

PART NUMBER CONFIGURATION:
Model Bar Style Bar Width Height Separators Length Bracket (fixed) Bracket (moving)

XX3 RB 3.25 110 1 120.00 #1IN #1IN

Following above example, add dashes. Part number =  XX3-RB-3.25-110-1-120.00-#1IN-#1IN
Bar width is specified in inches, to two decimals.
Separators per link specified; use ‘0’ for none.
Carrier Length (between flanges) is specified to two decimals in inches. Total number of links depends on pitch length.
Specify arrangement # and mounting hole direction (IN or OUT) each bracket.

*Bar Styles:   AF = Bolted Aluminum Flat Bar        RB = Bolted Aluminum Round Bar     PR = Poly Roller over Bolted Aluminum Round Bar
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MODEL XX3  |  GORTRAC® STEEL (open-style carriers)

CARRIER CROSS SECTION

Dynatect 
Recommends:    
• 10% Cable Clearance    
• 20% Hose Clearance   
• 60% Maximum Fill

CARRIER SIDE VIEW

Travel/2 + CL (+ Offset Distance  
From Center*) = Length 
Dynatect recommends mounting the stationary 
end of the carrier at the center of travel, minimizing 
the required length. In cases where center 
mounting is not possible, add the distance offset 
from center to the carrier length calculation.

TOP VIEW MOUNTING BRACKET

A

U=A-0.32 [U=A-8.1]

C=A+0.40 [C=A+10.1]

2.07 [52.5]
RB

1.89 [48.0]
PR

2.00 [50.9]
AF

3.13
[79.5]

0.19 [4.8] 0.19 [4.8]

Total Travel
1/2 Total Travel 1/2 Total Travel

H

K

R

CL
4.00 [101.6]
Pitch Length

Recommended Clearance
Above Track 4.0 [102]

Fixed End

Moving End

Support Surface

A
A-2.86

[A-72.7]
A-1.68

[A-42.6]
A-2.86

[A-72.7]
A-1.68

[A-42.6]
A+1.66

[A+42.1]
A+2.84

["A"+72.1]
A+1.66

[A+42.1]
A+2.84

[A+72.1]

3.00 [76.2]

4.25 [108.0]

3.00 [76.2]

4.25 [108.0]

0.41x0.69
[ 10.3x17.4]
SLOTS TYP.

MOUNTING DIMENSION
MOVING END TYP.

FIXED END ODD LINK BUILD
MOUNTING DIMENSION

FIXED END EVEN LINK BUILD

BRACKET ARRANGEMENTS

Standard Mounting Bracket Arrangements

#1 #2 #3 #4

Mounting Holes
Inward (IN)

Mounting Holes
Outward (OUT)

Dimensions in inches (mm)


