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RAIL WIDTH

2.063 [52.5 mm]

RAIL WIDTH

2.063 [52.5mm]

LEADING EDGE

2.00" [50.8mm]

**TANK OPENING LENGTH

CANISTER HEIGHT 25.50

[628.0 mm]

RAIL HEIGHT

WITH RISER

11.250 [285.5mm]

**NOTE: ChemTank Covers are ordered by the tank opening WIDTH and LENGTH

* 2.688

[68.5mm]

RISER HEIGHT

4.500 [114.5 mm]

DIMENSIONS WITH RISER AND OVER THE TANK IDLER

RECOMMNDED

NOT TO EXCEED

53.750 [1365.0]

FOR ERGONOMIC

OPERATION

36.500 [927.0mm]

RECOMMENDED 

OPERATING AREA

OFF THE END OF TANK

* IDLER MAY END

OVER THE TANK

(NOT EXTEND

BEYOND THE

TANK LIP)

THIS WILL

REDUCE THE

CLOSE POSITION.
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RAIL WIDTH

2.063 [52.5 mm]

RAIL WIDTH

2.063 [52.5mm]

LEADING EDGE

2.00" [50.8mm]

**TANK OPENING LENGTH

RAIL HEIGHT

WITHOUT RISER

6.719 [170.5 mm]

**NOTE: ChemTank Covers are ordered by the tank opening WIDTH and LENGTH

IDLER EXTENDS

A MINIMUM OF

5.500" [140.0 mm]

BEYOND THE

END OF TANK.

* 5.500

[140.0 mm]

DIMENSIONS WITHOUT RISER AND OFF THE TANK IDLER

36.500 [927.0mm]

RECOMMENDED 

OPERATING AREA

OFF THE END OF TANK

ERGONOMIC

OPERATION MAY

BE COMPROMISED

LOWER THAN

49.000 [1144.5]

CANISTER HEIGHT 25.50

[628.0 mm]


