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MOLDED ELASTOMER PRODUCTS

KEY ADVANTAGES:

  Longer-Life: Superior abrasion resistance

  Fewer Change-Outs: Reduce downtime

  Quick Installation: Bolt-on design is versatile and 
        easy to install

  Quality & Consistency: Computer controlled valves 
        and scale ensures precise urethane formulation

  Make it Your Own: Color and other 
        customizations available

APPLICATIONS:

  Asphalt pavers

  Milling machines

  Designed for dry traction areas and high-utilization 

TECHNICAL OVERVIEW

  Industry standard size bolt-on  pad design

  Metric or SAE thread dimensions

  Additional custom sizes in 6-8 weeks

Increase uptime and service life with Dynatect’s 
superior wear components, formulated with a 
patented urethane with superior abrasion 
resistance.

Due to the unique chemistry, Dynatect track pads 
will outperform other track pads on the market.
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ITEM NO
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 FINISH

1 1 RUBBER 93 A PU

2300 South Calhoun Road
New Berlin, WI  53151

REMOVE ALL SHARP EDGES AND BURRS

DO NOT SCALE

THIRD ANGLE PROJECTION

OF

SOFT PRODUCT
MFG. TOLERANCE:

UNLESS OTHERWISE SPECIFIED

MACHINED/LASER
TOLERANCE:

UNLESS OTHERWISE SPECIFIED

METAL FABRICATION
TOLERANCE:

UNLESS OTHERWISE SPECIFIED

 REF/DETAIL NO

0.0

0.00

0.000

ANGLES

±0.13

±0.10

±0.060

±1

0.0

0.00

0.000 ±0.030

±0.06

±0.1 0.0

0.00

0.000 ±0.005

±0.03

±0.1

EXTENDED LENGTH MIN

GORTIFLEX O.D. + 0.125 / - 0.250

RETRACTED LENGTH MAX

P: (262)786-1500
F: (262)786-3280

NOTE:
PAD TO BE SUPPLIED WITH 4
M14-1.5 TOP LOCK NUTS HAND TIGHTENED
TO THE STUDS.

8.73 [221.7]

2.16 [54.9]

1.08 [27.4]

MATERIAL : ULTRA HIGH PERFORMANCE 93 A PU
SPECIFICATIONS : MADE WITH DYNACAST 23393 (RED)

11.56 [293.6]

0.94 [23.9]

M14-1.5 THREAD
MAX TORQUE: 45 FT-LBS 0.86 [21.8]

0.703 [17.9]

0.81 [20.6]
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