DYN/N ’ PROTECTIVE COVERS

DYNAMIC EQUIPMENT PROTECTION

FORMED BELLOWS

Formed bellows are characterized by a long service life and
high tensile strength. They are constructed from a tube of
robust, high-temperature material mechanically formed into
the final shape.

Features/Benefits:

- Exceptional durability and long service life

« High tensile strength, cut and tear resistance

« High temperature resistance, up to 800° C

« Resistance to UV, ozone, and acid or basic chemicals
« PTFE coatings available for harsh environments

Materials:

« Chloroprene-Coated Fabric

« Aluminized Carbon Fiber

« Aluminized Para-Aramid Fiber

- Fiberglass (green color)

Applications:

« Industrial plant equipment

+ Automotive industry

« Printing equipment

« Ball screw or piston rod cover
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ENCLOSED-SHAPE BELLOWS | QUOTE REQUEST FORM

Date Address
Company Name City State/Prov
Contact Country. Zip/Postal Code
Quantity Telephone Fax

Email

1. Application Information

New or ONewDesign O

Protection For: CJCylinder roditam  CJRod with ball bushing  DJBallscrew DAcmescrew DSpline DIRectangular-shaped part
Cl0ther (descrie or

Cover Orientation: QHorizontal - OVertical

Construction Preference: CIDynatect Recommendation ClGortiflex’-Molded DSewn DVulcaSeal' OiThermisesl Dlfolded

Cover Profile Shape: CRound [= L= DRectanguiar/Square DTapered® O0ther/Custom

&

“Draving recuirect PDF or DWG/DYF file prefemed.

2. Operation Information
Continuous (ambient) Temperature: oF O
Intermittznt Temperature Range: M

Frequency of Expasure:
Distance from Heat Source I applicable)®

Maximum Travel Speed®.

DClBellows cycles under pressure
OBellows cycles under pressure

unit of measurement for each value.

3. Environmental Information
Heat Expasure: Weld Spatter QHot Chips/Swarf 0 High Ambi it
Abrasion Exposure:  ClMetal Chips/Swarf DWood Chips/Shavings  ClLight Particles/Dust ClOther S

Chemica! or Liquid Exposure: ClWater OMoisture DSaltorSea Spray  CIPetrcleum/Hydrocarbons DOl (non-petroleum)
o I based) DHydraulic h

OAcd OCoolant DiCutting Fluid
Olther (specify)
Contaminant Exposure Level: OMinimal DlOcessional OHeavy
Miscellaneous: [UV/Gzone [)Outdoors [JFood-Grade/FDA [laserBeam DCleanRoom [O)Camera/light Proof
Dotherispecify
Regulatory Compliance:  Standard o be fire retar ta the left)

Application Notes:
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https://dynatect.com/wp-content/uploads/Bellows-EnclosedShapeRFQ.pdf

