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PROTECTIVE COVERS

GORDILLO STAINLESS STEEL CLAD BELLOWS

A Gordillo is a sewn-folded or heat sealed way cover made with stainless steel
shields covering each convolution. It is available in any flat sided form. The stainless
steel shields guard against abrasives, weld spatter, and sparks, which would quickly =
damage a conventional bellows. A convenient option where there is not enough p
space for a telescoping steel way cover.

Features/Benefits: Materials:

+ Added protection against hot chip
loads and weld spatter

- Greater resistance than standard
fabric bellows

- Shields are made from stainless steel

- Bellows: Refer to heat-sealed or
sewn-folded constructions for
materials

- Smaller footprint and extended-to-
retracted ratio versus telescoping
covers

Applications:

« Vertical, horizontal or cross-rail
protection for machine components
and ways

TO SPECIFY, USE THE GORDILLO WAY COVER RFQ FORM
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§ GORDILLO™ WAY COVER | QuOTE REQUEST FORM H
a NEW COVER? (only fill out pages 20 and 21) -OR- REPLACEMENT COVER? (only fill out pages 20 and 22, P
= Data Address §
8 Company Name City State/Prov. @
= Contact Country ZipiPostal Code =
] Quantity Telephone Fax 3
- Email S
Please use this form to request aquote fora way cover Fill in D salues as 2
g possible.If units are different than the options sh specify unit of measure -
= , -
= 1. Application Information
= Describe the part g
= 3
2 Machine Make: =
z &
Cower Orientation: OHorizontal / DVvertical ‘OCross Rail =
&
-

2.0peration Information
Continuous (ambient) Temperature: O°C Intermittent Temperature Range: Min.
Frequency of Expasure: _ - _ Distance from Heat Sourcs (i applicable)*: _ S
Maximum Travel Speed’: / Acceleration®:

“Pless indicste unit of messurement for cach valc.

3. Envirenmental Information
Heat Exposure: CIWeld Spatter  CJHot Chips/Swar  CHigh Ambi
Abrasion Exposure- - CJMetal Chips/Swarf DWood C! ings DL OOther.
Chemical or Linuid Exposure: DWater DlMeisture  OSaltorSeaSpray  OPetroleumvHydrocarbons  DI0s (non-patroleum)
Dydraulic Fluid Petroleum-based)  OlHydraulic Fluid (phosphate ester-based)
OAcd OCoolant OCuttingFluid O Other (specify)
Contaminznt Exposure Level: OMinimal DOccasional DHeavy
Miscellaneous:  CIOther (specify)
Regulatory Compliance: ~ Standard

¢ above)

OBellows must be fire retardant (st standard to the left)

4. Extended/Retracted/Travel Requirements
(0 Convolution Height: ____
Retracted Length (=
ftravel +
Shields: DRotating OFised

CONVOLUTION HEIGHT
055

_ )Overhang Available:
factor +.30)

ROTATING SHIELDS
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https://dynatect.com/wp-content/uploads/Bellows-GordilloRFQ.pdf

