
NITRILE (NBR)  material data sheet
DYNATECT WAY WIPERS

Property Test Method UNITS VALUE

Tensile Strength DIN 53504 MPa 17.1
Elongation at break DIN 53504 % 237
Hardness DIN 53505 Shore A 83 ±3
Rebound Resilience DIN 53512 % 28
Tear Strength DIN ISO 34-1 N/mm 7.4
Specific Gravity DIN 53479 Kg/m² 1.27
Abrasion DIN 53516 mm³ 150

Resistance against hot air (100°C * 72h)
Change in Tensile Strength DIN 53504 % 15
Change in Elongation at Break DIN 53504 % 20.5
Hardness Change DIN 53504 Shore A 5

Resistance against immersion (100°C * 72h)
Change in Tensile Strength DIN 53504 % 15
Change in Elongation at Break DIN 53504 % -20.5
Hardness Change DIN 53504 Shore A ±3

Resistance against chemical solutions
Gasoline ***
Mineral oil (at 100°C) ****
Acids (25°C sulphuric acid at 50°C) **
Lyes (50°C caustic soda at 50°C) *
Water (at 100°C) **
Weathering and ozone *
Air impermeability ***

**** Very good     ** Satisfactory     - Insufficient
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This information above is based on laboratory testing and is not to be taken as minimum specification or
guarantee of performance. Suitability of this material for intended applications must be determined by 
persons having technical skill and/or through evaluation and testing.
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