
52 Phone: 262-786-1500 or 800-298-2066  |  Fax: 262-786-3280  |  Email: sales@dynatect.com  |  www.dynatect.com

KLE SERIES  |  NYLATUBE® STANDARD (enclosed-style carriers)
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KLE SERIES – WEIGHT LOAD

MODEL A
inches (mm)

C
inches (mm)

WEIGHT
lb/ft (kg/m)

KLE1 3.00 (76) 3.75 (95) 1.25 (1.86)

KLE2 4.50 (114) 5.25 (133) 1.88 (2.80)

KLE3 7.00 (178) 7.75 (197) 2.92 (4.34)
 

SPECIFICATIONS

HEIGHT R
inches (mm)

H
inches (mm)

K
inches (mm)

CL
inches (mm)

10 3.75 (95) 10.00 (254) 7.13 (181) 14.88 (378)

12 4.75 (121) 12.00 (305) 8.13 (207) 19.13 (486)

14 5.75 (146) 14.00 (356) 9.13 (232) 21.25 (540)

18 7.75 (197) 18.00 (457) 11.13 (283) 27.63 (702)

26 11.75 (298) 26.00 (660) 15.13 (384) 40.38 (1026)
 

KLE3-10 KLE1-10

Hinge-open lids on 
outside radius.

PART NUMBER CONFIGURATION:
Model Height  Separators Length Bracket (fixed) Bracket (moving)

KLE3 26 1 85.20 STD#1 TYPE A

Following above example, add dashes. Part number =  KLE3-26-1-85.20-STD#1-TYPE A
Separators per link specified; use ‘0’ for none.
Carrier Length (between flanges) is specified to two decimals in inches. Total number of links depends on pitch length.
Specify bracket type (STD, TYPE A, TYPE B) for each end. Specify arrangement # if standard (STD) bracket.
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KLE SERIES  |  NYLATUBE® STANDARD (enclosed-style carriers)

MOUNTING FLANGE OPTIONS

Dynatect Recommends:    
• 10% Cable Clearance    
• 20% Hose Clearance   
• 60% Maximum Fill

CARRIER SIDE VIEW

Travel/2 + CL (+ Offset Distance From Center*) = Length 
Dynatect recommends mounting the stationary end of the carrier at the center of travel,  

minimizing the required length. In cases where center mounting is not possible, 
 add the distance offset from center to the carrier length calculation.

1 2 3 4
Standard Mounting Bracket Arrangements

C
A

2.50
(64)

1.76
(45)

0.14 (4) Optional Separator

2.38
(60)

3.00
(76)

1.38 (35)

1.38 (35)

A-
0.67 (17)

0.34 (9) x 0.75 (19) Slots Typ.
0.34 (9) x 0.75 (19) Slots Typ.

3.38
(86)

NYLATUBE4.25
 (108)

0.28 (7) x 
0.63 (16) Slots Typ.

2.19
(56)Q Q

F1
G1

F2
G2

Optional "Ears” [Type B Flange]
Available Upon Request 0.35 (9) x 

0.44 (11) Slots Typ.

Standard Bracket (Mounting Holes Inward)

Female Flange: Type A
[Type B: Optional “Ears” Available Upon Request]

Standard Bracket (Mounting Holes Outward)

Male Flange: Type A
[Type B: Optional “Ears” Available Upon Request]

A-
0.85 (22)

A+
2.68 (67)

A+
1.63 (41)

A+
2.42 (61)

A+
1.42 (36)

3.00
(76)

2.38
(60)

C1 C2

1/2 Total Travel1/2 Total Travel

Total Travel

K

HPitch Length
2.13 (54)

Recommended Clearance
Above Track 2.00 (51)

Support Surface

Moving End

Fixed End

R

CL

CARRIER CROSS SECTION

FLANGE  
DIMENSIONS

Q
inches (mm)

C1
inches (mm)

C2
inches (mm)

F1*
inches (mm)

G1*
inches (mm)

F2*
inches (mm)

G2*
inches (mm)

KLE1 1.19 (30) 3.58 (91) 3.38 (86) 4.55 (116) 5.24 (133) 4.35 (111) 5.04 (128)

KLE2 1.97 (50) 5.05 (128) 4.88 (124) 6.02 (153) 6.71 (170) 5.85 (149) 6.54 (166)

KLE3 3.94 (100) 7.55 (192) 7.38 (188) 8.52 (217) 9.21 (234) 8.35 (212) 9.04 (230)
 *Dimensions for optional Type B Flange with “ears”.

Dimensions for optional Type B Flange with “ears”

Dimensions in inches (mm)

2.38
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3.00
(76)

1.38 (35)

1.38 (35)

A-
0.67 (17)

0.34 (9) x 0.75 (19) Slots Typ.
0.34 (9) x 0.75 (19) Slots Typ.

3.38
(86)

NYLATUBE4.25
 (108)

0.28 (7) x 
0.63 (16) Slots Typ.

2.19
(56)Q Q

F1
G1

F2
G2

Optional "Ears” [Type B Flange]
Available Upon Request 0.35 (9) x 

0.44 (11) Slots Typ.

Standard Bracket (Mounting Holes Inward)

Female Flange: Type A
[Type B: Optional “Ears” Available Upon Request]

Standard Bracket (Mounting Holes Outward)

Male Flange: Type A
[Type B: Optional “Ears” Available Upon Request]

A-
0.85 (22)

A+
2.68 (67)

A+
1.63 (41)

A+
2.42 (61)

A+
1.42 (36)

3.00
(76)

2.38
(60)

C1 C2
NYLATUBE
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