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 TITLE

 CUST PART NO

 DRAWN BY

 DATE  SCALE

 CHK'D BY  SHEET
   SIZE

 ITEM NO  REV

 CUST PART
 REV NO

PIPE GUIDE (3.50")

TOI

10/20/2016

A
ID0427321 0

 
ITEM NO

 MATERIAL

 FINISH

1 1 RUBBER-URETHANE

2300 South Calhoun Road
New Berlin, WI  53151

REMOVE ALL SHARP EDGES AND BURRS

DO NOT SCALE

THIRD ANGLE PROJECTION

OF

SOFT PRODUCT
MFG. TOLERANCE:

UNLESS OTHERWISE SPECIFIED

MACHINED/LASER
TOLERANCE:

UNLESS OTHERWISE SPECIFIED

METAL FABRICATION
TOLERANCE:

UNLESS OTHERWISE SPECIFIED

 REF/DETAIL NO

0.0

0.00

0.000

ANGLES

±0.13

±0.10

±0.060

±1

0.0

0.00

0.000 ±0.030

±0.06

±0.1 0.0

0.00

0.000 ±0.005

±0.03

±0.1

EXTENDED LENGTH MIN

GORTIFLEX O.D. + 0.125 / - 0.250

RETRACTED LENGTH MAX

P: (262)786-1500
F: (262)786-3280

(4.00 [101.6])

6.25 [158.8]

3.10 [78.7]

0.02 [0.5] R1.80 [R45.7]3.12 [79.2]

R1.00 [R25.4]2 X 

NOTES:
    * COLOR - DITCH WITCH ORANGE

MATERIAL : 4.00 THK 95A URETHANE
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MOLDED ELASTOMER PRODUCTS

KEY ADVANTAGES:

u Longer life: resists rapid deterioration under temperature extremes from -5° F to 200° F

u Precisely formulated to ensure repeatable part performance

u Molding process results in a finished product with excellent quality & consistency

Increase uptime and service life with Dynatect’s superior 
wear components, engineered and precision-molded for the 
best performance. 
Pipe guides come in common standard sizes for quick delivery.  See radius options below. 
More sizes available upon request

Maximize smooth guiding of pipes while minimizing shake 
and rattle

Field proven and engineered specifically for rugged 
conditions in extreme temperatures

Features a urethane formulation that resists heat build-up 
or melting providing a consistent support surface
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MATERIAL : 4.00 THK 95A URETHANE

• 1.80” Radius (PN0380721)
• 1.92” Radius (PN0380772)
• 3.50” Radius (PN0377013)
• 3.75” Radius (PN0377014)
• 4.50” Radius (PN0377012)


